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COPPER IS

1 THE BACKFLOW DEVICE MUST BE WITHIN 10’

3. SHUT OFF VALVES SHALL BE FULL PORT, LINE SIZE, LEVER TYPE,
BRONZE BALL VALVES.

TEST
COCK

12”7 MINIMUM

WASH STONE

MINIMUM OF 2°
OF COPPER ON
OUTLET SIDE OF
THE BACKFLOW

127"

OF AND ON THE PROPERTY SIDE 0OF THE METER
OR AT THE FIRST POINT OF CONTACT INSIDE OF THE BUILDING WITH PRIOR APPROVAL FROM
THE CROSS CONNECTION COORDINATOR.

2. THE UNIT SHALL BE PURCHASED AS AN ASSEMBLY INCLUDING 4 TEST COCKS WITH ONE
ON THE CITY SIDE OF THE INLET BALL VALVE.

AND 1/4 TURN
4. BACFLOW DEVICES SHALL HAVE TWO RESILIENT SEAT BRONZE UNIONS BETWEEN THE
SHUT OFF VALVES FOR REMOVAL OF THE DEVICE, EXCEPT 3/4”—2" WILKINS #350 SERIES.

5. THE BOX SHALL BE THE GALVANIZED OVAL SHAPED METER BOX AS MANUFACTURED
BY SOUTHEASTERN DISTRIBUTORS.

6. FOR A LIST OF APPROVED BACKFLOW DEVICES CALL METER SERVICES AT (336)373—2071
7. A DRAIN IS REQUIRED IF INSTALLED IN A PAVED AREA OR INSIDE OF A BUILDING.

8. TANDEM BACKFLOWS ARE REQUIRED IF SERVICE CANNOT BE INTERRUPTED.

9. THE DITCH MUST REMAIN OPEN UNTIL THE BACKFLOW HAS BEEN INSPECTED BY THE
CROSS CONNECTION COORDINATOR

10. AN ABOVE GROUND ENCLOSURE CAN BE USED, AS PER CITY SPECIFICATIONS.
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